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PPrroodduucctt  SSppeecciiffiiccaattiioonnss  
  
 

Name.  2,6‐bis(4‐(10H‐phenoxazin‐10‐yl)phenyl)isonicotinonitrile 
 

CAS No.  2093368‐84‐2 

Grade  Sublimed, >99 % (HPLC) 

Formula  C42H26N4O2 

Molecular Weight  618.68 g/mole 

Absorption  405 nm (in Toluene) 

Emission  551 nm (in Toluene) 

HOMO/LUMO  ‐5.03 eV/ ‐2.29 eV 

ΔEST  0.06 eV 
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* Reference:    Chem. Asian J. 2017, 12, 648‐654 

FFeeaattuurreess  

 The green emitter 26PXZINN exhibited a low turn‐on voltage of 2.2V, a highηext of 22% and a highηp 

of 99 lm/W with CIE chromaticity coordinates of (0.37, 0.58). These performances are among the best 

for TADF OLEDs to date. 

 Its showed reasonably highηPLs of 71‐79% and  ΔEst values of 0.06‐0.28 eV in the host films and 

afforded high power efficiency OLEDs. 

DDeevviiccee  AApppplliiccaattiioonn  

The Green OLEDs Device: 

ITO/ triphenylamine‐containing polymer: PPBI (20 nm)/ TAPC (20 nm)/ 10 wt% 26PXZINN‐doped 

CBP (20 nm)/ B3PyPB (50 nm)/ LiF (0.5 nm)/ Al (100 nm). 

 

 

LT‐N137    TAPC   LT‐E409    CBP LT‐N865    BmPyPhB 

LiF = LT‐E001  Al = LT‐E005                    (B3PyPB) 

 


