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LT-S9271  PNTz4T  

BCz9-phenyl-9'-(triphenylsi

lyl)-9H,9'H-3,3'-bicarbazole 

 

 

 

 

 

  

EEffffiicciieenntt  IInnvveerrtteedd  PPoollyymmeerr  SSoollaarr  CCeellllss  EEmmppllooyyiinngg    

FFaavvoouurraabbllee  MMoolleeccuullaarr  OOrriieennttaattiioonn..  

  

PPrroodduucctt  SSppeecciiffiiccaattiioonnss  

  
 

Name. 
Poly[naphtho[1,2-c:5,6-c']bis[1,2,5]thiadiazole-5,10-diyl[3,3'''-

bis(2-decyltetradecyl)[2,2':5',2'':5'',2'''-quaterthiophene]-5,5'''-diyl]] 
 

CAS No. 1357999-94-0 

Grade Mw > 30,000 (GPC) 

Formula (C74H106N4S6)n 

  

* Reference:  NATURE PHOTONICS | VOL 9 | JUNE 2015. 
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FFeeaattuurreess  

 The structure shows that high efficiencies of ∼10% can be obtained using the crystalline polymer 

PNTz4T single-junction inverted cells with a thick active layer having a thickness of ∼300 nm, which 

results in a reduction in charge recombination and efficient charge transport. 

 

DDeevviiccee  AApppplliiccaattiioonn  

The Device: 

ITO/ PEDOT:PSS/ PNTz4T:PC61BM or PC71BM/ LiF/ Al 

The Device: 

ITO/ ZnO/ PNTz4T:PC61BM or PC71BM/ MoOx/ Ag 

 

   

 

 

 

LT-PS001  PEDOT:PSS LT-S923  PC71BM LT-S905  PC61BM LT-E001  LiF 

 


