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Specification： 

Model No. 2MF-BL18A 

Camera 

Megapixel 2MP 

Image Sensor  1/2.9” progressive scan CMOS  

Picture Elements   1920 (H) x 1080 (V)  

Mini Illumination  Color 0.1Lux  

B/W 0.01Lux  

IR-on 0 Lux  

Shutter Speed   Automatic ,Manual (1/4~ 1/1000 sec.)  

White Balance   Automatic 

Gain Control  Automatic  

WDR Yes 

Lens 

Megapixel   Yes  

Focal Length   4 mm  

Day/Night   Yes  (with  removable  IR‐cut filter)  

Lens Type     Fixed lens 

Aperture  F2.6 / F2.4 

Mount   ø 12mm  

Image  Format  1/2.7”  

Horizontal  FOV  74°  / 41° 

IR- LED  Quantity   18 IR  LEDs  

Max. IR  Distance  15M / 20M 

Video 

Video  Compression  H.264 Main-Profile, MJPEG/JPEG Baseline 

Feature： 

 ► 1/2.9" Full HD color CMOS image sensor delivers 2 Megapixel  

   resolution 

 ► Support H.264/MJPEG Smart Dual Streaming 

► Up to 30fps, resolution 1920x1080  

► Wide dynamic range function 

 ► True Day/Night function with automatic IR filter  

► Weather resistance IP66-rated metal housing 

► Support digital PTZ function  

► Support tampering alarm function 

►Compact, easy to install 

►Dual power supply by Power Over Ethernet, 12 VDC 

► IR Leds for low lux environment 

 

 



Video Stream   Dual streams from H.264 and one stream from MJPEG 

Frame Rate  1fps ~30 fps 

Image  Setting  Brightness, Contrast, Saturation, Sharpness,  White Balance, Mirror, 

Flip, Exposure Time,  Flick-less,  Backlight  Compensation, WDR  

Video  Resolution  Main Stream 1920x1080 ,  1280 x 720 ,  640 x 360 

Sub Stream 640 x 360, 480x270 ,  320x 180 

Network 

Interface  10/100 Ethernet    

Protocol   HTTP ,  TCP ,  UDP ,  SMTP ,  FTP ,  DHCP ,  NTP ,  UPnP ,    RTSP  

Mechanical  

Camera Angle adjustment Pan 0°~360° 

Tilt 90°~180° 

Rotate 0°~360° 

Connector                          Power DC Jack , PoE 

Ethernet RJ45 

Power over Ethernet 

PoE Standard   IEEE 802.3af  Power  over  Ethernet  /  PD  

PoE Power Supply Type    End-Span 

PoE Power Output    

Requirement 

48V DC ,  350mA ,  Max.  15.4 watts 

Web interface 

Installation Management 

   

Web‐based  configuration 

Maintenance Firmware upgrade through web browser 

Access from Web Browser Video  Live View,  Recording,  Video  Quality 

Settings,   Image  Snapshot,   Privacy  Mask, Tampering  Alarm,  Text  Overlay

, Digital PTZ 

Language Support multi-languages 

General  

Environment Temperature 0°C ~ 50°C 

Humidity     10% ~ 90%  (no  condensation)    

Power Source     12V DC  /   PoE  

Max. Power Consumption   7W  

Dimension 

 

 

Camera  Body 163 x 64 x 77mm 

Cable  Length   40cm 

Cable  diameter dimension ø 5mm  

Connector  diameter ø 29mm  

Weight    380g 

Ingress  Protection  IP66 

Regulatory     CE ,  FCC ,   RoHS  compliant   

 
Designs and specifications are subject to change without notice.  


